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COMPANIA INTERNACIONAL
DE FABRICANTES DE
RECLAMOS Y AFINES S.L.

C/ Sofia, 3-5
Pol. Ind. Cabezo Beaza

FRA
REF. CV-41 /WM95
MASK ULTRA PROTECTION FFP2

MASCARILLA ULTRA PROTECCION FFP2

MASQUE FFP2 ULTRA PROTECTION FFP2

MASCHERINA PROTEZIONE ULTRA FFP2
4 N
\_ J

MASTER BOX: 1000 pcs

ITEm: WM95

DESCRIPTION: NAAMIO

MATERIAL.:

3 PLY (43% non woven, 28,5% Meltblown, 28,5% algodon).

QUANTITY: 1.000

G.w

N.W

CNT SIZE

BATCH NUMBER: KZ20250218
PRODUCTION DATE: 15/02/2025
VALIDITY: 18/02/2028
SUPPLIER NUMBER: 11468

FEEATR: FFP2BEiPOE (GFER)
HUTARAE: EN149:2001+A1:2009

A B ERARAR
ErEit: BIIHRERXERRE333-4558.

MADE IN P.R.C.




BOX: 25 pcs

138x110x138 mm

MASCARILLA ULTRA PROTECCION FFP2
FFP2 Personal Protective Equipment (PPE)

Equipo de Proteccién Individual (EPI)

FFP2

Personal Protective Equipment (PPE)
Equipo de Proteccién Individual (EPI)

Ce€ EN 149:2001+A1:2009
03701FFP2NR

Filtration Efficienc

Instructions:
¢

Step for usage:

cv41 MASCARILLA ULTRA PROTECCION FFP2

Comfortable protection against infection / Proteccién cémoda contra infecciones.

BAG: 1 pc
130x150 mm

® © ® @
¢dd4 NOIDD310dd Vd.IIN
YTIIHVYOSYIN

$ad % fouaiouy3 uonexly
SC) o3y

(1d3) lenpinipu| uo331014 3p odinb3
(3dd) wawdinb anp>a1014 [euosiag

¢ddd

ST ©

==

FFP2

Personal Protective Equipment (PPE)

Equipo de Proteccion Individual (EP1)

C€ EN 149:2001+A1:2009
0370IFFP2 NR

Filtration

cv41 MASCARILLA ULTRA PROTECCION FFP2

Comfortable protection against infection / Proteccion cémoda contra infecciones.

Regulacion/ Regulation: 2016/425

FEP2

Equipo de Proteccion Individual (EPI)
Personal Protective Equipment (PPE)

Model: WM95

3% Non-woven, 28,5% Mieltbown, 28,5%cotton

MATERIAL:

C E 0370

EN 149:2001+A1:2009
FFP2NR

Filtration Efficiency

Impartado po / Importod by:
820668420,/ Sofa 5
Pol. I, Gabezo Beaza 30353 Cartagena (Span)

43% Non-woven, 28,5% Meltblown, 28 5% algodén
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EU DECLARE OF THE CONFORMITY
We

Company name: Xiamen Miaoxing Technology Co.,Ltd

Postal address: 5Floor, No.333-4TongFuRoad, TongAn district, Xiamen, China

Declare that the Doc is issued under our sole responsibility and belongs to the following products:

Apparatus model/Product: WM95
Type: Filtering half mask

Object of the declaration (identification of apparatus allowing traceability. It includes a color image of
sufficient clarity for the identification of the appearance)

The object of the declaration described above is in conformity with the relevant Union harmonization legislation:
Personal protective equipment Regulation (EU)2016/425

The following harmonized standards and technical specifications have been applied: Title,

Date of standards/specification:

PPE-R/02.075 version 1
Filtering half mask to protect against COVID-19

Notified body where applicable 4 digit notified body number
LGAI TECHNOLOGICAL CENTER, S. A./Applus 0370
CERTIFICATE NUMBER: 0370-4376-PPE/B
TECHNICAL REPORT NUMBERED: PTC20111805301C.ENO1

Name and Function of the undersigned

Signature and Stamp

Place and Date

2025.10.09
China




Arplus®

EU-Type Examination Certificate

LGAI Technological Center S.A. (APPLUS), Notified Body No. 0370, issues this certificate to:

APPLICANT

Xiamen Miaoxing Technology Co.,Ltd

SFloor,N0.333-4TongFuRoad, TongAn district
361100 Xiamen, Fujian, China

PRODUCT

See Annex

APPLICABLE REGULATION

Personal Protective Equipment

In compliance with Regulation (EU) 2016/425 of the European Parliament and of the Council of 9 March 2016

Conformity assessment procedure: Module B - EU Type Examination.
Harmonised standards: EN 149:2001 + A1:2009 Respiratory protective devices. Filtering half masks to protect
against particles. Requirements, testing, marking.

Page 10f 2

No. 0370-4376-PPE/B

Issue date: 14/11/2025

First issue date: 10/09/2020
Modification date: 14/11/2025
Validity until: 10/09/2030

This certificate shall remain valid until the date indicated above provided that
the product described is not modified and complies with the essential health
and safety requirements set out in Regulation (EU) 2016/425. To ensure such
compliance, this certificate shall be accompanied by the documentation
corresponding to the Type Conformity Assessment according to module C2
or D (carried out by a Notified Body, according to the established frequency).

This document is not valid without its technical annex; whose number
coincides with that of the certificate

/’;?g%
Xavier Ruiz Pefia

Managing Director
Conformity Assessment

Arplus®

certification

LGAI Technological Center S.A. (APPLUS)
Notified Body No. 0370

Campus UAB. Ronda de la Font del Carme s/n
08193 Bellaterra, Barcelona (Spain)
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Agplus®

LGAI Technological Center S.A. (APPLUS)
Campus UAB. Ronda de la Font del Carme s/n
08193 Bellaterra, Barcelona (Spain)

Technical Annex

Technical annex Ed. 3
16/04/2021

0370- 4376-PPE/B

I. References included in this certificate

General details

Brand

MYS

Performance level or protection class of the PPE

FFP2 NR

Specific details

Identification of the ppe (type number)

Ref.: WM95
Filtering half mask

Colour White
Valveless filtering half mask, vertical folding type, S
Description layers, white colour, with ear loops with hook and

interior nose clip. Size: 155mm*105mm

Test report

PTC201M805301C-ENO1 issued by Precise Testing &
Certification (Guangdong) Co.,Ltd.(PTC) & test report N°:
N25101706901E issued by Shenzhen NTEK Testing
Technology Co., Ltd.

Specific details

Identification of the ppe (type number)

Ref.: WM95B
Filtering half mask

Colour Black
Valveless filtering half mask, vertical folding type, S
Description layers, black colour, with ear loops with hook and

interior nose clip. Size: 155mm*105mm

Test report

PTC21030304601C-ENO1 issued by Precise Testing &
Certification (Guangdong) Co.,Ltd.(PTC) & test report N°:
N25101706901E issued by Shenzhen NTEK Testing
Technology Co., Ltd.

Page2de 2 |
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Test Repo

EN 149:2001+A1:2009 protective devices. Filtering half masks to protect against

particles. Requirements, testing, marking

Product: Filtering half mask

Report No.: PTC20111805301C-ENO1

Client: Xiamen Miaoxing Technology Co.,Ltd

Client Address: 5Floor,N0.333-4TongFuRoad, TongAn district ,Xiamen ,China
Manufacturer: Xiamen Miaoxing Technology Co.,Ltd

Manufacturer Address: 5Floor,N0.333-4TongFuRoad, TongAn district ,Xiamen ,China

Contact: Mr.Liu

Model(s): WM95

Classification: FFP2 NR

Date of Tests: 2020.11.23~2020.11.27

Signed for and on Behalf of PTC

Prepare by: Checked by:

ﬁ% e /a/lfvﬁ

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com



Test Report

Report No.:PTC20111805301C-ENO01 Issue Date: Nov.27, 2020 Page 2 of 14

Summary of assessment

Clause Assessment
7.3 Visual inspection NOT TESTED
7.4 Packaging PASS

7.5 Material PASS

7.6 Cleaning and disinfecting N/A

7.7 Practical performance PASS

7.8 Finish of parts PASS
7.9.1 Total inward leakage PASS
7.9.2 Penetration of filter material PASS
7.10 Compatibility with skin PASS
7.11 Flammability PASS
7.12 Carbon dioxide content of the inhalation air PASS
7.13 Head harness PASS
7.14 Field of vision PASS
7.15 Exhalation valve N/A

7.16 Breathing resistance PASS
7.17 Clogging N/A

7.18 Demountable parts PASS

9 Marking NOT TESTED

Remark:

PASS: comply with requirement of standard
N/A: not application
NOT TESTED: the clause were not required

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com



Test Report

Report No.:PTC20111805301C-ENO01 Issue Date: Nov.27, 2020 Page 3 of 14

Test Result:

Requirement Test Result Conclusion

7.3 Visual inspection
The visual inspection shall also include the marking and the information Not tested Not tested
supplied by the manufacturer.

7.4 Packaging

Particle filtering half masks shall be offered for sale packaged in such a
way that they are protected against mechanical damage and
contamination before use.

In accordance
with the Pass
requirement.

7.5 Material
Materials used shall be suitable to withstand handling and wear over the

N hanical
period for which the particle filtering half mask is designed to be used. ogeengpiea

failure after

ing th
Any material from the filter media released by the air flow through the Undergoingiihe

filter shall not constitute a hazard or nuisance for the wearer. condl’.uonm.g
described in
8.3 1 Pass
After undergoing the conditioning described in 8.3.1 none of the particle T
A . . ; No collapse when
filtering half masks shall have suffered mechanical failure of the facepiece e .
or straps conditioned in
PS; accordance with
8.3.1 and 8.3.2.
When conditioned in accordance with 8.3.1 and 8.3.2 the particle filtering an
half mask shall not collapse.
7.6 Cleaning and disinfecting
If the particle filtering half mask is designed to be re-usable, the Single shift use only N/A

materials used shall withstand the cleaning and disinfecting agents and
procedures to be specified by the manufacturer.

7.7 Practical performance
The particle filtering half mask shall undergo practical performance tests No imperfections Pass
under realistic conditions

7.8 Finish of parts
Parts of the device likely to come into contact with the wearer shall have
no sharp edges or burrs.

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com

No sharp edges or

Pass
burrs.



Test Report

Report No.:PTC20111805301C-ENO01 Issue Date: Nov.27, 2020

7.9.1 Total inward leakage
For particle filtering half masks fitted in accordance with the
manufacturer’s information, at least 46 out of the 50 individual exercise
results (i.e. 10 subjects x 5 exercises) for total inward leakage shall be
not greater than 25 % for FFP1, 11 % for FFP2, 5 % for FFP3

and, in addition, at least 8 out of the 10 individual wearer arithmetic
means for the total inward leakage shall be not greater than 22 % for
FFP1, 8 % for FFP2, 2 % for FFP3.

7.9.2 Penetration of filter material
The penetration of the filter of the particle filtering half mask shall meet
the requirements of Table 1.

Sodium chloride test Paraffin oil test 95
95 I/min I/min
FFP1 <20% <20%
FFP2 <6% <6%
FFP3 <1% <1%

7.10 Compatibility with skin
Materials that may come into contact with the wearer’s skin shall not
be known to be likely to cause irritation or any other adverse effect to
health.

7.11 Flammability
When tested, the particle filtering half mask shall not burn or not to
continue to burn for more than 5 s after removal from the flame.

7.12 Carbon dioxide content of the inhalation air

The carbon dioxide content of the inhalation air (dead space) shall not
exceed an average of 1,0 % (by

volume)

7.13 Head harness
The head harness shall be designed so that the particle filtering half mask

can be donned and removed easily.

The head harness shall be adjustable or self-adjusting and shall be

FFP2, Test
results are
shown in Annex
A Table
7.9.1-A&B

FFP2 , Test
results are
shown in Annex
ATable 7.9.2.

No irritation or
any other
adverse effect to
health.

Test results are
shown in Annex A
Table 7.11.

Test results are
shown in Annex A
Table 7.12.

Head harness can
be donned and
removed easily,

adjustable or
self-adjusting and

Page 4 of 14

Pass

Pass

Pass

Pass

Pass

Pass

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted

The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com



Report No.:PTC20111805301C-EN01

sufficiently robust to hold the particle filtering half mask firmly in position
and be capable of maintaining total inward leakage requirements for the
device.

7.14 Field of vision
The field of vision is acceptable if determined so in practical performance
tests.

7.15 Exhalation valve
A particle filtering half mask may have one or more exhalation valve(s),
which shall function correctly in all orientations.

If an exhalation valve is provided it shall be protected against or be
resistant to dirt and mechanical damage and may be shrouded or may
include any other device that may be necessary for the particle filtering
half mask to comply with 7.9.

Exhalation valve(s), if fitted, shall continue to operate correctly after a
continuous exhalation flow of 300 I/min over a period of 30 s.

When the exhalation valve housing is attached to the faceblank, it shall
withstand axially a tensile force of 10 N applied for 10 s.

7.16 Breathing resistance

Maximum permitted resistance (mbar)
Classification Inhalation Exhalation
30 I/min 95 I/min 160 I/min
FFP1 0.6 2.1 3.0
FFP2 0.7 2.4 3.0
FFP3 1.0 3.0 3.0
7.17 Clogging

7.17.2 Breathing resistance

Valved particle filtering half masks:

After clogging the inhalation resistances shall not exceed:

FFP1: 4 mbar, FFP2: 5 mbar, FFP3: 7 mbar at 95L/min continuous flow
The exhalation resistance shall not exceed 3 mbar at 160 L/min

Test Report

Issue Date: Nov.27, 2020

have sufficiently
robust to hold the
particle filtering half
mask firmly.

Pass the practical
performance tests.

No exhalation valve

FFP2. Test results
are shown in Annex
ATable 7.16.

Single shift use
only.

Page 5 of 14

Pass

N/A

Pass

N/A

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted

The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.

Tel: 86-769-38808222 Fax: 86-769-38826111
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Test Report

Report No.:PTC20111805301C-ENO01 Issue Date: Nov.27, 2020 Page 6 of 14

continuous flow
Valveless particle filtering half masks
After clogging the inhalation and exhalation resistances shall not exceed:

FFP1: 3 mbar, FFP2: 4 mbar, FFP3: 5 mbar at 95L/min continuous flow

7.17.3 Penetration of filter material

Sodium chloride test Paraffin oil test 95
95 I/min I/min
FFP1 <20% <20%
FFP2 <6% <6%
FFP3 <1% < 1%

7.18 Demountable parts
All demountable parts (if fitted) shall be readily connected and secured, Comply Pass
where possible by hand

9 Marking

9.1 Packaging

The following information shall be clearly and durably marked on the
smallest commercially available packaging or legible through it if the
packaging is transparent.

9.1.1 The name, trademark or other means of identification of the
manufacturer or supplier.

9.1.2 Type-identifying marking.

9.1.3 Classification

The appropriate class (FFP1, FFP2 or FFP3) followed by a single space
and then: "NR" if the particle filtering half mask is limited to single shift use
only. Example: FFP3 NR, or "R" if the particle filtering half mask is
re-usable.

Example: FFP2 R D.

9.1.4 The number and year of publication of this European Standard.
9.1.5 At least the year of end of shelf life. The end of shelf life may be
informed by a pictogram as shown in Figure 12a, where yyyy/mm
indicates the year and month.

9.1.6 The sentence ‘see information supplied by the manufacturer’, at
least in the official language(s) of the country of destination, or by using

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction

Not tested Not tested

are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com



Test Report

Report No.:PTC20111805301C-ENO01 Issue Date: Nov.27, 2020

the pictogram as shown in Figure 12b.

9.1.7 The manufacturer’'s recommended conditions of storage (at least the
temperature and humidity) or equivalent pictogram, as shown in Figures
12c and 12d.

9.1.8 The packaging of those particle filtering half masks passing the
dolomite clogging test shall be additionally marked with the letter "D". This
letter shall follow the classification marking preceded by a single space.

9.2 Particle filtering half mask

Particle filtering half masks complying with this European Standard shall
be clearly and durably marked with the following:

9.2.1 The name, trademark or other means of identification of the
manufacturer or supplier.

9.2.2 Type-identifying marking.

9.2.3 The number and year of publication of this European Standard.
9.2.4 Classification

The appropriate class (FFP1, FFP2 or FFP3) followed by a single space
and then: "NR" if the particle filtering half mask is limited to single shift use
only. Example: FFP3 NR, or "R" if the particle filtering half mask is
re-usable. Example: FFP2 R D.

9.2.5 If appropriate the letter D (dolomite) in accordance with clogging
performance. This letter shall follow the classification marking preceded by
a single space.

9.2.6 Sub-assemblies and components with considerable bearing on
safety shall be marked so that they can be identified.

Page 7 of 14

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction

are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
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Test Report

Report No.:PTC20111805301C-ENO01 Issue Date: Nov.27, 2020 Page 8 of 14
Annex A: Summarization of Test Data
Table 7.9.1-A: Inward Leakage Test Data
Test specification: EN 149:2001+A1:2009 Clause 8.5
Subject sa;:;‘f"e Condition Vx,Z')k Si:g//oas)?de upl;ll(z:i/;;:vn Ifz')‘ VX,Z')" “’:oe/;"
Lv 1 AR 43 5.0 5.6 6.6 7.4 5.8
Li 2 AR 3.4 4.3 5.3 5.9 5.1 4.8
Zhong 3 AR 5.4 6.4 7.2 7.5 5.6 6.4
Xu 4 AR 4.6 3.5 45 5.7 5.9 4.8
Ma 5 AR 5.5 6.1 5.2 5.6 53 55
Chen 6 TC 5.9 6.6 5.3 7.4 5.2 6.1
Chen 7 TC 5.2 5.3 4.7 6.7 4.7 5.3
Zhuo 8 TC 5.6 6.7 5.2 7.6 8.3 6.7
Chen 9 TC 5.7 5.2 54 5.3 5.9 55
Zhang 10 TC 5.2 5.6 5.0 6.3 438 54
Table 7.9.1-B: Facial dimension
Subject Face Length Face Width Face Depth Mouth Width
Lv 113 139 104 53
Li 120 135 112 55
Zhong 108 135 106 56
Xu 120 150 120 70
Ma 130 170 130 80
Chen 110 160 90 40
Chen 115 145 110 50
Zhuo 103 146 100 50
Chen 110 145 95 40
Zhang 144 141 101 54

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted

The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.

Tel: 86-769-38808222

Fax: 86-769-38826111

http:// www.ptc-testing.com




Test Report
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Table 7.9.2: Penetration of filter material
Test specification: EN 149:2001+A1:2009 Clause 8.11

Aerosol Condition Sample No. Peni(t);a;tlon Assessment
(1)
11 4.6
As received 12 5.6
13 5.0
14 2.4
Sodium chloride test| Simulated wearing treatment 15 4.4
16 3.1
17 4.8
Mechanical strength + 18 53
Temperature conditioned ’
19 3.8
Pass
20 2.6
As received 21 4.9
22 5.4
23 21
Paraffin oil test Simulated wearing treatment 24 3.0
25 3.0
26 3.2
Mechanical strength +
Temperature conditioned 21 2.6
28 29

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com




Test Report
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Table 7.11: Flammability

Test specification: EN 149:2001+A1:2009 Clause 8.6

Condition Sample No. Result Assessment
29 No burn

As received
30 No burn

Pass
31 No burn
Temperature conditioned

32 No burn

Table 7.12: Carbon dioxide content of the inhalation air

Test specification: EN 149:2001+A1:2009 Clause 8.7

Condition Sample No. Result (%) Assessment
33 0.02
Mean value:
As received 34 0.02 Pass
0.02
35 0.02

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission
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Table 7.16: Breathing resistance (mbar)
Test specification: EN 149:2001+A1:2009 Clause 8.9

Flow Rate 36 37 38
30. 0.41 0.46 0.43
. I/min
Inhalation 95
As received Umin 1.74 1.79 1.72
A B C D E A B C D E A B C D E
. 160
Exhalation I/min
211 | 2.07 | 202 | 203 | 202 | 205 | 203 | 204 | 206 | 206 | 2.07 | 2.11 | 2.09 | 2.07 | 2.08
Flow Rate 39 40 41
30
Simulated i ealat Vmin 0.32 0.30 0.31
wearing nhalation 95
I/min 1.14 1.14 1.15
treatment
A B C D E A B C D E A B C D E
. 160
Exhalation Umin
194 | 188 | 185|187 | 1.89 | 191 | 193 | 190 | 191 | 191 | 191 | 194 | 1.89 | 1.90 | 1.95
Flow Rate 42 43 44
30
Umin 0.27 0.27 0.28
Temperature | Inhalation 95
conditioned I/min 1.05 1.07 107
A B C D E A B C D E A B C D E
. 160
Exhalation U/min
167 | 1.71 | 171 | 168 | 1.71 | 167 | 168 | 1.69 | 1.69 | 1.71 | 1.70 | 1.69 | 1.69 | 1.69 | 1.69
Assessment Pass

A: Facing directly ahead B: Facing vertically upwards C: Facing vertically downwards

D: Lying on the left side E: Lying on the right side

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
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Test Uncertainty
Total inward leakage 3.8%
Penetration of filter material(NaCl) 3.5%
Penetration of filter material(Paraffin oil) 4.2%
Carbon dioxide content of the inhalation air 4.5%
Breathing resistance(30L/min) 5.2%
Breathing resistance(95L/min) 5.4%
Breathing resistance(160)L/min) 6.0%

Photo(s) of Sample:
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1C20111805301C

**End of Report™*
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Arplus®

Conformity to Type Certificate

LGAI Technological Center S.A. (APPLUS), Notified Body No. 0370, issues this certificate to:

APPLICANT

Xiamen Miaoxing Technology Co.,Ltd

5 Floor, No.333-4TongFuRoad, TongAn district, Xiamen, China

Production site

Xiamen Miaoxing Technology Co.,Ltd
5 Floor, No.333-4TongFuRoad, TongAn district, Xiamen, China

PRODUCT

See Annex

APPLICABLE REGULATION

Personal Protective Equipment

In compliance with Regulation (EU) 2016/425 of the European Parliament and of the Council of 9 March 2016

Module C2: Conformity to type based on internal production control plus supervised product checks at
random intervals.

In compliance with EU Regulation 2016/425 the manufacturer may affix the CE marking under his responsability.
Page 10f 2

No. 0370-7258-PPE/C2

Issue date: 14/11/2025
First issue date: 13/09/2024
Validity until: 13/09/2026

This certificate shall remain valid until the date indicated provided
that the conditions set out in the EU Type Examination Certificate
referenced in the Annex are not changed.

This document is not valid without its technical annex; whose
number coincides with that of the certificate

/’;;;%
Xavier Ruiz Pefia

Managing Director
Conformity Assessment

Arplus®

certification

LGAI Technological Center S.A. (APPLUS)
Notified Body No. 0370

Campus UAB. Ronda de la Font del Carme s/n
08193 Bellaterra, Barcelona (Spain)
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Agplus®

LGAI Technological Center S.A. (APPLUS)
Campus UAB. Ronda de la Font del Carme s/n 13/09/2024

08193 Bellaterra, Barcelona (Spain) 0370- 7258-PPE/02

Technical annex Ed. 1

Tecnical Annex

I. References included in this certificate

General details

No. EU type examination Certiticate 0370- 4376-PPE/B
LGAI Technological Center S.A. (APPLUS),

Issue by (Notified Body No. 0370)
Issue date 10/09/2020

Validity until 10/09/2030

Brand MYS

Performance level or protection class of the PPE FFP2 NR

Valveless filtering half mask, vertical folding type, 5
Description layers, with ear loops with hook and interior nose clip
Size: 155mm™*105mm

N25101706901E issued by Shenzhen NTEK Testing

Test report Technology Co., Ltd.

Specific details

Ref.: WM95

Identification of the ppe (type number) Filtering half mask

Color White

Specific details

e e Ref.: WM95B
Identification of the ppe (type number) Filtering half mask
Color Black

Page 2 de 2
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Test Report

Test Requirement:
According to the requirement of the Module C2 (SPC CE-062_EN M3 PPE ) of Applus+, the test

item(s) of the sample is according to the standard EN149:2001+A1:2009.

Product: Filtering half mask

Report No.: PTC20111805302C-ENO1

APPLUS +With ID 20/32302748

number:

Client: Xiamen Miaoxing Technology Co.,Ltd

Client Address: 5Floor,N0.333-4TongFuRoad, TongAn district ,Xiamen ,China
Manufacturer: Xiamen Miaoxing Technology Co.,Ltd

Manufacturer Address: 5Floor,N0.333-4TongFuRoad, TongAn district ,Xiamen ,China

Contact: Mr.Liu
Model(s): WM95
Classification: FFP2 NR

Date of Tests: 2020.12.10~2020.12.16

Signed for and on Behalf of PTC

Prepare by: Checked by:

B e /3/1/\/&

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission
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Report No.:PTC20111805302C-ENO01 Issue Date: Dec.16, 2020 Page 2 of 13

Summary of assessment

Clause Assessment
7.3 Visual inspection PASS
7.5 Material PASS
7.9.1 Total inward leakage PASS
7.9.2 Penetration of filter material PASS
7.12 Carbon dioxide content of the inhalation air PASS
7.16 Breathing resistance PASS
Remark:

PASS: comply with requirement of standard

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission
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Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com



Report No.:PTC20111805302C-EN01

Test Result:

Requirement

7.3 Visual inspection
The visual inspection shall also include the marking and the information
supplied by the manufacturer.

7.5 Material
Materials used shall be suitable to withstand handling and wear over the
period for which the particle filtering half mask is designed to be used.

Any material from the filter media released by the air flow through the
filter shall not constitute a hazard or nuisance for the wearer.

After undergoing the conditioning described in 8.3.1 none of the particle
filtering half masks shall have suffered mechanical failure of the facepiece
or straps.

When conditioned in accordance with 8.3.1 and 8.3.2 the particle filtering
half mask shall not collapse.

7.9.1 Total inward leakage

For particle filtering half masks fitted in accordance with the
manufacturer’s information, at least 46 out of the 50 individual exercise
results (i.e. 10 subjects x 5 exercises) for total inward leakage shall be
not greater than 25 % for FFP1, 11 % for FFP2, 5 % for FFP3

and, in addition, at least 8 out of the 10 individual wearer arithmetic
means for the total inward leakage shall be not greater than 22 % for
FFP1, 8 % for FFP2, 2 % for FFP3.

7.9.2 Penetration of filter material
The penetration of the filter of the particle filtering half mask shall meet
the requirements of Table 1.

Sodium chloride test Paraffin oil test 95
95 I/min I/min
FFP1 <20% <20%
FFP2 <6% <6%
FFP3 <1% < 1%

Test Report

Issue Date: Dec.16, 2020

Test Result

Comply

No mechanical
failure after
undergoing the
conditioning
described in
8.3.1,

No collapse when
conditioned in
accordance with
8.3.1 and 8.3.2.

FFP2, Test
results are
shown in Annex
A Table
7.9.1-A&B

FFP2 , Test
results are
shown in Annex
ATable 7.9.2.

Page 3 of 13

Conclusion

Pass

Pass

Pass

Pass

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction

are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.

The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
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Test Report

Issue Date: Dec.16, 2020

Report No.:PTC20111805302C-EN01

7.12 Carbon dioxide content of the inhalation air

The carbon dioxide content of the inhalation air (dead space) shall not
exceed an average of 1,0 % (by

volume)

7.16 Breathing resistance

Test results are
shown in Annex A
Table 7.12.

FFP2. Test results

are shown in Annex

ATable 7.16.

Maximum permitted resistance (mbar)
Classification Inhalation Exhalation
30 I/min 95 I/min 160 I/min
FFP1 0.6 2.1 3.0
FFP2 0.7 2.4 3.0
FFP3 1.0 3.0 3.0

Page 4 of 13

Pass

Pass

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission
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Test Report

Report No.:PTC20111805302C-ENO01 Issue Date: Dec.16, 2020 Page 5 of 13
Annex A: Summarization of Test Data
Table 7.9.1-A: Inward Leakage Test Data
Test specification: EN 149:2001+A1:2009 Clause 8.5
Subject sa;:;‘f"e Condition Vx,Z')k Si:g//oas)?de upl;ll(z:i/;;:vn Ifz')‘ VX,Z')" “’:oe/;"
Lv 1 AR 4.0 4.3 5.9 6.7 4.8 5.1
Li 2 AR 3.6 4.2 4.8 6.2 3.8 4.5
Zhong 3 AR 4.1 6.2 5.3 7.9 53 5.8
Xu 4 AR 4.7 4.7 49 5.9 4.7 5.0
Ma 5 AR 3.5 4.0 4.5 71 3.8 46
Chen 6 TC 3.8 3.0 41 54 5.0 43
Chen 7 TC 4.0 6.2 4.4 4.8 5.7 5.0
Zhuo 8 TC 55 6.0 6.0 5.6 4.6 55
Chen 9 TC 2.8 4.7 5.9 49 4.2 45
Zhang 10 TC 47 6.1 6.3 5.0 4.7 5.4
Table 7.9.1-B: Facial dimension
Subject Face Length Face Width Face Depth Mouth Width
Lv 113 139 104 53
Li 120 135 112 55
Zhong 108 135 106 56
Xu 120 150 120 70
Ma 130 170 130 80
Chen 110 160 90 40
Chen 115 145 110 50
Zhuo 103 146 100 50
Chen 110 145 95 40
Zhang 144 141 101 54

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted

The report could not be copied without permission
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Test Report

Report No.:PTC20111805302C-ENO01 Issue Date: Dec.16, 2020 Page 6 of 13

Table 7.9.2: Penetration of filter material
Test specification: EN 149:2001+A1:2009 Clause 8.11

Aerosol Condition Sample No. Peni(t);a;tlon Assessment
0
11 2.6
As received 12 4.4
13 3.1
14 5.4
Sodium chloride test| Simulated wearing treatment 15 3.2
16 3.8
17 5.1
Mechanical strength + 18 40
Temperature conditioned ’
19 41
Pass
20 0.5
As received 21 0.5
22 0.5
23 1.1
Paraffin oil test Simulated wearing treatment 24 1.5
25 0.9
26 1.3
Mechanical strength + 57 14
Temperature conditioned ’
28 2.4
Table 7.12: Carbon dioxide content of the inhalation air
Test specification: EN 149:2001+A1:2009 Clause 8.7
Condition Sample No. Result (%) Assessment
29 0.03
Mean value:
As received 30 0.03 Pass
0.03
31 0.02

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com




Test Report
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Table 7.16: Breathing resistance (mbar)
Test specification: EN 149:2001+A1:2009 Clause 8.9

Flow Rate 32 33 34
30. 0.34 0.31 0.31
. I/min
Inhalation 95
As received Umin 1.15 1.14 1.09
A B C D E A B C D E A B C D E
. 160
Exhalation I/min
166 | 167 | 166 | 162 | 162 | 166 | 167 | 1.66 | 1.66 | 1.66 | 1.64 | 1.65 | 1.63 | 1.61 | 1.66
Flow Rate 35 36 37
30
Simulated i ealat Vmin 0.27 0.28 0.29
wearing nhaation 95
min 1.06 1.06 1.03
treatment
A B C D E A B C D E A B C D E
. 160
Exhalation Umin
167 | 161 | 162 | 160 | 1.57 | 164 | 163 | 1.63 | 1.64 | 1.62 | 1.59 | 1.63 | 1.64 | 1.64 | 1.62
Flow Rate 38 39 40
30
Umin 0.23 0.23 0.23
Temperature | Inhalation 95
conditioned I/min 0.87 0.86 0.86
A B C D E A B C D E A B C D E
. 160
Exhalation U/min
151 | 151 | 154 | 151 | 153 | 148 | 151 | 1.50 | 148 | 1.87 | 1.49 | 1.51 | 1.49 | 147 | 1.48
Assessment Pass

A: Facing directly ahead B: Facing vertically upwards C: Facing vertically downwards

D: Lying on the left side E: Lying on the right side

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
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Test Uncertainty
Total inward leakage 3.8%
Penetration of filter material(NaCl) 3.5%
Penetration of filter material(Paraffin oil) 4.2%
Carbon dioxide content of the inhalation air 4.5%
Breathing resistance(30L/min) 5.2%
Breathing resistance(95L/min) 5.4%
Breathing resistance(160)L/min) 6.0%

Photo(s) of Sample:

Filtering half
mask

S

20pcs

Filtering half mask PPE- Regulation (EU) 2016/425
Model: WM95 EN 149:2001+A1:2009
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Filtering half

mask

20pcs

Filtering half mask PPE- Regulation (EU) 2016/425
Model: WM95 EN 149:2001+A1:2009

C€0370

Direction

Xiamen Miaoxing Technology Co.,Ltd
Address :5Floor,No.333-4TongFuload TongAn district,
Xiamen,China

Tel : 0592-7056596

www.xmmiaoxing.com MADE IN CHINA
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Test Report

Issue Date: Dec.16, 2020

Filtering half
mask

LIMITED WARRANTY
IMPORTANT NOTICE TO PURCHSER

MADE IN CHINA
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This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.

Tel: 86-769-38808222

Fax: 86-769-38826111

http:// www.ptc-testing.com



Test Report

Report No.:PTC20111805302C-ENO01 Issue Date: Dec.16, 2020 Page 11 of 13

This report is issued according to the general clauses in www. ptc—testing. com by PTC. Responsibility, guarantee and law restriction
are defined in the general service clauses. The report is only responsible for the submitted sample(s) except as otherwise noted.
The report could not be copied without permission

Precise Testing & Certification (Guangdong) Co., Ltd. (PTC)
Building 1, No. 6, Tongxin Road, Dongcheng Street, Dongguan, Guangdong, China.
Tel: 86-769-38808222 Fax: 86-769-38826111 http:// www.ptc-testing.com



Test Report

Report No.:PTC20111805302C-ENO01 Issue Date: Dec.16, 2020 Page 12 of 13

PTC20111805302C

PTC20111805302C
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F PTC20111805302C

PTC20111805302C

**End of Report™*
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Test Report

Applicant: Xiamen Miaoxing Technology Co.,Ltd
Address: 5Floor,No.333-4TongFuRoad, TongAn district ,Xiamen ,China

The following sample(s) was/were submitted and identified on behalf of the client as:

Product name: Filtering half mask
Model: WM95, WM95B
Trade mark: MYS
Manufacturer: Xiamen Miaoxing Technology Co.,Ltd
Address: 5Floor,No.333-4TongFuRoad, TongAn district ,Xiamen ,China
Classification: FFP2 NR
Sample quantity: 120 Pcs
C2 Sampling done by
APPLUS+ with ID 25/32306892
number :
Sample Received
Oct. 14, 2025
Date:
Testing Period: Oct. 14, 2025~ Oct. 21, 2025

Test Requirement:

According to the requirement of the Module C2 (SPC CE-062_EN Ed8 PPE ) of Applus+, the test
item(s) of the sample is according to the standard EN 149:2001+A1:2009.

Test Result(s): Please refer to the following page(s)

Test Method: Please refer to the following page(s)

Zﬁhé /&f:ti”lﬂﬂ

Compiled by: Reviewed by:

Shenzhen NTEK Testing Technology Co., Ltd. | Address: 1&5/F, Building C, 1&2/F, Building E, Fenda Science Park, Sanwei Community,
Hangcheng Street, Baoan District, Shenzhen ,Guangdong, China | Tel: +86-755-2320 0050 | http://www.ntek.org.cn
Complaint Tel: +86-755- 23218370 | Complaint E-mail: complaint@ntek.org.cn

Approved by: Date: 2025-10-22
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Report No.: N25101706901E page 2 of 14
Sample list
Sample No. Model Description
1# WM95B Black mask
2# WM95B Black mask
3# WM95B Black mask
4# WM9I5B Black mask
5# WM95B Black mask
6# WM95B Black mask
T# WM95B Black mask
8# WM95B Black mask
o# WM95B Black mask
10# WM95B Black mask
11# WM95 White mask
12# WM95 White mask
13# WM95 White mask
144# WM95 White mask
15# WM95 White mask
16# WM95 White mask
17# WM95 White mask
18# WM95 White mask
19# WM95 White mask
20# WM95 White mask
21# WM95 White mask
22# WM95 White mask
23# WM95 White mask
244 WM95 White mask
25# WM95 White mask
26# WM95 White mask
27# WM95 White mask
28# WM95 White mask
29#% WM95 White mask
30# WM95 White mask
31# WM95 White mask
32# WM95 White mask
33# WM95 White mask
34# WM95 White mask

Shenzhen NTEK Testing Technology Co., Ltd. | Address: 1&5/F, Building C, 1&2/F, Building E, Fenda Science Park, Sanwei Community,
Hangcheng Street, Baoan District, Shenzhen ,Guangdong, China | Tel: +86-755-2320 0050 | http://www.ntek.org.cn

Complaint Tel: +86-755- 23218370 | Complaint E-mail: complaint@ntek.org.cn
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Report No.: N25101706901E page 3 of 14
35# WM95B Black mask
36# WM9I5B Black mask
37# WM9I5B Black mask
38# WM9I5B Black mask
39# WM9I5B Black mask
40# WM95B Black mask
414 WM95B Black mask
42# WM95B Black mask
43# WM95B Black mask
Key
Pass Requirement satisfied.
NRq The clauses were not required.
Fail Requirement not satisfied. Refer to the "Result details" section for more information.
N.A. Requirement not applicable.
Test Uncertainty
Total inward leakage 6.40 %
Penetration of filter material (NaCl) 1.60 %
Penetration of filter material (Paraffin Oil) 1.78 %
Breathing resistance (30 L/min) 3.60 %
Breathing resistance (95 L/min) 2.20 %
Breathing resistance (160 L/min) 2.00 %

* Assessment relates only to those specimens which were tested and subjects in this report.

Shenzhen NTEK Testing Technology Co., Ltd. | Address: 1&5/F, Building C, 1&2/F, Building E, Fenda Science Park, Sanwei Community,
Hangcheng Street, Baoan District, Shenzhen ,Guangdong, China | Tel: +86-755-2320 0050 | http://www.ntek.org.cn
Complaint Tel: +86-755- 23218370 | Complaint E-mail: complaint@ntek.org.cn
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Test Result

page 4 of 14

Respiratory Protective Devices — Filtering Half Masks to Protect against Particles — Requirements,

Testing, Marking
(EN 149:2001+A1:2009)

Clause 7.6 Cleaning and Disinfecting
(EN 149:2001+A1:2009, Clause 8.4 & 8.5 & 8.11)

Test Requirement

Results

Comment

If the particle filtering half mask is designed to be re-usable,
the materials used shall withstand the cleaning and
disinfecting agents and procedures to be specified by the
manufacturer.

With reference to 7.9.2, after cleaning and disinfecting the
re-usable particle filtering half mask shall satisfy the
penetration requirement of the relevant class.

Not applicable
(Not designed to
be re-usable)

N.A.

Clause 7.7 Practical Performance
(EN 149:2001+A1:2009, Clause 8.4)

Test Requirement

Results

Sample 11#~12#:

Comment

General:

a) head harness comfort

b) security of fastenings

c) field of vision

d) any other comments reported by the wearer on request.

No imperfections

Walking Test:

The subjects wearing normal working clothes and wearing the
particle filtering half mask shall walk at a regular rate of 6 km/h
on a level course. The test shall be continuous, without
removal of the particle filtering half mask, for a period of 10
min.

No imperfections

Pass

Work Simulation Test:

a) walking on the level with headroom of (1.3+0.2)m for

5min

b) crawling on the level with headroom of (0.7 £=0.05)m for
5min

c) filling a small basket (see Figure 1, approximate volume = 8
L) with chippings or other suitable material from a hopper

No imperfections
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which stands 1.5 m high and has an opening at the bottom to
allow the contents to be shovelled out and a further opening at
the top where the basket full of chippings is returned.

Clause 7.9.1 Total Inward Leakage
(EN 149:2001+A1:2009 Clause 8.5)

Test Requirement Results Comment
For particle filtering half masks fitted in accordance with the
manufacturer’s information, at least 46 out of the 50
individual exercise results (i.e. 10 subjects x 5 exercises) for
total inward leakage shall be not greater than:
25% for FFP1
117% for PRS2 Detail refer to
5% for FFP3 Pass

. i o Appendix 1
and, in addition, at least 8 out of the 10 individual wearer
arithmetic means for the total inward leakage shall be not
greater than:

22% for FFP1

8% for FFP2

2% for FFP3

Appendix 1: Summarization of Test Data
Normal Head Head Speak Normal Mean
Subject | Sample | Condition | Breathing | Side/Side | Up/Down | Loudly | Breathing (%)
(%) (%) (%) (%) (%)

Li 1# A.R. 4.2 4.3 4.5 4.7 4.3 4.40
He 2# AR. 4.9 5.1 5.2 5.3 5.0 5.10
Fang 3# AR. 5.2 54 5.6 5.7 5.3 5.44
Zhao 44 AR. 3.3 3.5 3.7 3.9 3.4 3.56
Ma 5# AR. 2.8 29 3.2 3.5 29 3.06
Chen 6# T.C. 4.1 4.3 4.5 4.6 4.2 4.34
Wang T# T.C. 4.7 4.9 5.2 5.3 4.8 4.98
Wu 8# T.C. 3.9 4.0 4.1 4.2 4.1 4.06
Fang o# T.C. 4.0 4.1 4.3 4.5 4.2 4.22
Yan 10# T.C. 4.2 4.3 4.5 4.7 4.1 4.36
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Subject Length of Face Width of Face Depth of Face Width of Mouth
(mm) (mm) (mm) (mm)
Li 127 145 128 51
He 119 142 126 54
Fang 118 148 119 53
Zhao 121 155 114 52
Ma 111 146 121 50
Chen 114 141 116 56
Wang 125 150 123 55
Wu 133 148 115 54
Fang 113 140 115 51
Yan 115 139 120 54
Clause 7.9.2 Penetration of Filter Material
(EN'149:2001+A1:2009, Clause 8.11)
Test Requirement Results Comment
The penetration of the filter of the particle filtering half mask
shall meet the requirements of the following table.
Maximum penetration of test aerosol(%)
Classification Sodium chloride Paraffin oil Detail refer to
test 95 L/min test 95 L/min Appendix 2 Pass
FFP1 20 20
FFP2 6 6
FFP3 1 1
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Appendix 2: Summarization of Test Data

Penetration of filter material

Penetration (%) Assessment
Aerosol Condition Sample No. Average in Max. during
30s after 3 min exposure

13# 0.24 /
A.R. 14# 0.24 /
15# 0.24 /
19#% 0.29 /
Chi’)‘i:;:?est SW. 204 0.30 /
21# 0.34 /

25# / 0.68

M.S. + T.C. 26# / 0.75

27# / 0.62

16# 0.66 / Pass

AR. 17# 0.48 /
18# 0.67 /
22# 0.81 /
Parf:si: o S.W. 234 0.81 /
24# 0.70 /

28# / 1.27

M.S. + T.C. 29# / 1.06

30# / 1.24

Flow rate of test aerosol: 95.0 L/min

Clause 7.10 Compatibility with Skin
(EN 149:2001+A1:2009, Clause 8.4 & 8.5)

Test Requirement Results Comment
Materials that may come into contact with the wearer’s skin No irritation or any
shall not be known to be likely to cause irritation or any other other adverse Pass
adverse effect to health. effect to health.
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Clause 7.11 Flammability
(EN 149:2001+A1:2009, Clause 8.6)

Test Requirement Results Comment
The material used shall not present a danger for the wearer
and shall not be of highly flammable nature when tested, the Detail refer to Pass
particle filtering half mask shall not burn or not to continue on Appendix 3
burn for more than 5 s after removal from the flame.

Appendix 3: Summarization of Test Data

Flammability
Condition Sample No. Result Assessment
31# No flammable.
AR.
32# No flammable.
Pass
TC 33# No flammable.
e 34# No flammable.
Clause 7.13 Head Harness
(EN 149:2001+A1:2009, Clause 8.4 & 8.5)
Test Requirement Results Comment
The head harness shall be designed so that the particle Compl
filtering half mask can be donned and removed easily. il
The head harness shall be adjustable or self-adjusting and Pass
shall be sufficiently robust to hold the particle filtering half Coml
mask firmly in position and be capable of maintaining total Py
inward leakage requirements for the device.
Clause 7.14 Field of Vision
(EN 149:2001+A1:2009, Clause 8.4)
Test Requirement Results Comment
The field of vision is acceptable if determined so in practical
Comply Pass
performance.
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Clause 7.16 Breathing Resistance
EN 149:2001+A1:2009, Clause 8.9)
Test Requirement Results Comment
The breathing resistances apply to valved and valveless
filtering half masks and shall meet the requirements as the
following table.
Maximum permitted resistance (mbar)
Classification Inhalation Exhalation Detail refer to Pass
30L/min | 95L/min | 160 L/min Appendix 5
FFP1 0.6 2.1 3.0
FFP2 0.7 2.4 3.0
FFP3 1.0 3.0 3.0
Appendix 5: Summarization of Test Data
Inhalation(mbar) Exhalation resistance(mbar)
Specimen | Condition At 30 At 95 At 160 L/min
L/min L/min A B C D E
35# 0.37 1.41 1.98 1.99 1.99 2.00 1.98
36# 0.38 1.42 1.99 2.00 1.99 1.98 1.99
37# 0.38 1.42 2.00 1.99 1.98 1.99 1.98
38# 0.40 1.44 2.02 2.01 2.01 2.03 2.02
39# 0.39 1.43 2.01 2.02 2.03 2.01 2.02
40# 0.39 1.43 2.02 2.03 2.03 2.01 2.03
41# 0.35 1.37 1.94 1.96 1.94 1.95 1.94
42# 0.35 1.38 1.95 1.96 1.96 1.94 1.95
43# 0.34 1.38 1.94 1.95 1.95 1.96 1.96
/ / / / / / / /
/ / / / / / / /
/ / / / / / / /

A: facing directly ahead; B: facing vertically upwards; C: facing vertically downwards; D: lying on the
left side; E: lying on the right side
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Clause 7.18 Demountable Parts
(EN 149:2001+A1:2009, Clause 8.2)

Test Requirement Results Comment

All demountable parts (if fitted) shall be readily connected

Compl Pass
and secured, where possible by hand. Py
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Sample photo(s):

e ——

Filiering half mask PPE-Regalation (EU) 20161425
Model: WM9SB. EN 149:20014A1:2009

Non-medical Usage  C € 0370

Fig.1 (WM95B)

Filtering half LIMITED WARRANTY
ik IMPORTANT NOTICE 10 PuRCiass

Fig.2 (WM95B)
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Fig.3 (WM95B)

Fig.4 (WM95B)
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Model: WSS EN 149:2001+A1:2009
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Fig.6 (WM95)
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Fig.7 (WM95)

Fig.8 (WMO95)

****End of Report****
The test report is effective only with both signature and specialized stamp, the result(s) shown in this
report refer only to the sample(s) tested. Without written approval of NTEK, this report can’'t be
reproduced except in full; The laboratory is not responsible for the authenticity of the sample
information provided by the customer; The laboratory is not responsible for any deviation of results due
to methods/standards provided by the customer.
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